
  Good visibility

  Visible for a long time

  Insoluble in water after application

  Does not penetrate the wood

  Anti-corrosion

  Cleaning properties

  Easy to wash off from the skin
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TeCHNICAL SPeCIFICATION

Parameter Unit Properties

Color	 	 Colored
Relative	density	 kg/l	 1,14–1,15
Freezing	point	 °C	 -30
PH	Level	 pH	 9–10
Storage	time	 Month	 12

PACkAgINg

Color is delivered in the following packaging

Item	no.		 TA-CCR0010	(Red	10	liter)
Item	no.		 TA-CCB0010	(Blue	10	liter)
Item	no.		 TA-CCR0200	(Red	200	liter)
Item	no.		 TA-CCB0200	(Blue	200	liter)

	Good	visibility,	requires	less	consumption.

	Visible	longer	than	similar	products	on	the	
market.

	Does	not	penetrate	into	the	wood

	No	segmentations,	lumps	or
dried	paint	in	the	tank	or	nozzles.

	Insoluble	in	water	after	application.

	Corrosion	protective.

Information
• Since the marking paint cleans the system, make sure to check the strainer, 

injector and tank before use and if necessary cleaned/replaced.

• All technical values are based on average measurement results.

• We are not responsible for damages caused by improper use/handling of 

the product.

• The product is made from natural raw materials, which makes it completely 

biodegradable.

Adelöv,	Ängsberg	1
S-573	98	Tranås
Tel.	0140-741374
info@tatec.se
www.tatec.se

Dealer
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FeATUReS AND BeNeFITS

	Cleans	and	keeps	dirt	away	from
the	marking	system.

	Chemically	stable.

	Freezing	point	of	-30	°C.

	Ecological.

	Environment	and	user	friendly.

	Easy	to	wash	off	from	the	skin.


