
  Biodegradable

  Same liquid all year around

  Machine stays cleaner

  Low friction

Chain lubriCant
Professional high technology

EnvironmEntally 
friEndly



Technical daTa

Parameter Unit Properties

color  Brown
odor  Mild
relative density kg/m3 1226
freezing point °c -46
Viscosity at 40 oc mm2/s 100

Packaging

Delivered in following packaging

item no.  ta-cc0010 (10 liters)
item no.   ta-cc0020 (20 liters)
item no.   ta-cc0200 (200 liters)
item no.   ta-cc1000 (1000 liters)

 Machine stays cleaner due the fact that 
it´s not an oil product

 Windows and other surfaces are easy to 
clean with water 

 good ability to penetrate links and roller 
bearings

 high lubrication properties that provide 
low friction

 extends the life of the chain, bar rail and 
nose wheel

important
• Always keep the lubrication system clean from dirt and particles 

for the best lubrication of the bar, chain, and nose wheel.
• In case of ingestion, skin contact or eye contact, follow the  

instructions in the Safety Data Sheet (SDS).
• All technical values are based on average measurement results.
• We are not responsible for damages caused by incorrect use/

handling of the product.

adelöv, Ängsberg 1
s-573 98 tranås
tel. 0140-741374
info@tatec.se
www.tatec.se

Dealer

FeaTures and beneFiTs

 the same liquid all year around

 creates a good working environment

 environmentally friendly

 easy to wash off the skin

 the product has been awarded the 
eU ecolabel
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